














RENNTECHMERCEDES.COM 

VAG V3 DIGITAL LOWERING MODULE 

14 

OPERATOR MANUAL | RIDE HEIGHT ADJUSTMENT 

 

 
DEFAULT SETTING 

 

 
The digital lowering module (DLM) ships with a pre-set “RENNtech 
setting,” which provides a moderate drop in ride height suitable 
for most installations assuming vehicle has stock wheels and tires 
installed.   

 
ADJUSTING RIDE HEIGHT | REQUIREMENTS 

 

 
The DLM is a highly advanced product that allows for precise, 
user-determined height adjustment at each wheel.  In order to 
adjust the ride height of your DLM equipped vehicle, you will need 
the following: 

 

• RENNtech DLM connector wired into vehicle 

• USB A to Mini-USB cable (included with DLM) 

• Windows PC (XP or newer) with internet connection and 
USB port 
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ADJUSTING RIDE HEIGHT | PROCEDURE 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
1. If you don’t have the installation CD, download the DLM 

software from the RENNtech customer support page at 
www.renntechmercedes.com/customers.html 

2. Install the DLM software 
3. Run the DLM software, click on “Help” and “Install Drivers” 

to install the necessary USB drivers 
4. Once the DLM drivers have been installed on your PC, 

connect the DLM to the PC using the USB cable provided 
5. From the screen above it is possible to enter up to three 

custom ride-height setups (the DLM will open to the default 
“RENNtech” suspension settings 

6. Become familiar with the DLM software screen 
a. “STOCK” menu button – returns the vehicle suspension 

to factory ride height 
b. “RENNtech” menu button – default “lowered” settings 
c. “-EMPTY-“ menu button – allows for up to 3 user-

defined suspension settings 
d. “Wheels” – select a wheel to lower 
e. “Locks” – select both wheels on an axle or all four 

wheels at once 

f. “Arrows” – used to raise or lower vehicle wheel/axle 
to desired height  

7. SOME BENTLEY MODELS REQUIRE A MODIFICATION OF THE CHANNEL 
POLARITY SETTING.  If the rear of the vehicle rises instead 
of lowering, please click on “Setting” and “Channel 
Polarity.”  Please change the default value of 9 to 5. 

8. Once the desired ride height settings are in place, save 
the changes by selecting “File,” “Save” from the drop-down 
menu 

9. Click on “SEND DATA” to transfer data to DLM (NOTE: WITHOUT 
THIS STEP THE DATA WILL NOT BE TRANSFERRED TO THE DLM) 

10. Safely disconnect the DLM from the PC and connect it to the 
DLM connector installed in the vehicle. 

NOTE: You may leave the DLM connected to the PC while it is 
connected to the vehicle in order to make adjustments 
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NOTES 
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